
 

 

 

 
 

 
 
 For the manual polishing of dull spots and fine 

'sanding streaks' on high gloss surfaces. 
 Suitable for polyester coatings, PUR-lacquers, acrylic 

lacquers, perspex, metal, hard PVC. 
 To adjust the gloss sheen of natural stone repairs. 
 
 
 
 
 
 A viscous paste with special sanding crystals. 
 Residue-free. 
 Water-soluble. 
 Low on solvents. 
 Important: Not frost-resistant! 
 
 
 
 
 
Shake container well before use.  
Ensure surrounding area is clean. Sand out deep surface 
damage with 1,800-12,000 grit Micro Sanding Paper 
first. Then apply Polishing Paste, fine generously onto 
the Felt Pad and polish with circular motions (do not 
wipe dry!). Take off excess material with the Special 
Cloth. Repeat polishing process until desired result is 
achieved.  
Finally, clean surface with Sanding Liquid and remove 
any residue with a lint free, soft and clean cotton cloth 
or with the Yellow Cleaning Cloth. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 

Shape: pasty 
Colour: white 
Shelf life: 2 years 
  (stored upright at room temperature, in unopened 

original container) 
 
 
 

 
 
Please refer to label and material safety data sheet. 
 
 
 

 
 
 Dispose of containers with the normal household 

waste only when completely empty or dried out. 
 Leftover material to be disposed of in accordance 

with EWC 080112 (waste paint and varnish other 
than those mentioned in 080111). 

  
 
 
 
 

On request. 
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Physical Properties and Shelf Life 

Safety Precautions 

Application Notes 

Disposal 

Packaging 

Intended Use 

Characteristics 

Although reasonable care has been taken in the preparation of this document, we extend no warranties and make no representations 
as to the accuracy or completeness of the information contained herein, and assume no responsibility regarding the suitability 

of this information for the user's intended purposes or for the consequences of its use. Each individual should 
make a determination as to the suitability of the information for his or her particular purpose(s). 

 
 
 

 

Further information and Material Safety Data Sheet  on the internet at  

www.heinrich-koenig.de  

Heinrich König GmbH & Co. KG 
An der Rosenhelle 5 • D-61138 Niederdorfelden 
Phone: 0 61 01-53 60 0 • Fax: 0 61 01-53 60 11 
E-mail: info@heinrich-koenig.de 2021.43


